Nova Pro

TENNIS SURFACES

Scope: This specification isintended for use asa guideline for the resurfacing of existing asphalt or concrete finished with a cushioned AAmerican Hard Court@ surface using the unique, patented
Nova=ProBounce system.

SECTION 02542
Nova'ProBounce

CUSHIONED HARD COURT COMFORT

NOVA=PROBOUNCE TENNIS SURFACE
RESURFACING OVER ASPHALT OR CONCRETE

PART 1- GENERAL
1.01SUMMARY

A. Thissectionindudes andis notlimited to:

1. Ingallation of the patented Nova@roBouna mondithic pavement GCushionCourtOtennis
court conssting of a base sheet of synthetic fibers and fabric interlocked with select

aggregaes, synthetic polymers and flexible acrylic finishing materials.
2. Prepaationof existing asphdt or conaete base to receive new surfacing.
3. Tennis ne pogs, founddionsand anchor straps

1.02QUALITY ASSURANCE

A. Nova=ProBounee tennis surface shall be constructed by an approved licensee certified by NGI
Sports(NGI). TheNovaProBoune system shall meet manufacturing specificationsset up for same.

B. All material shdl beclearly marked.
C. Materia shdl nat beingalled when rain isimminent or thetemperature is bd ow 50iF.
1. Theindallation of the Nova=ProBounc system shdl be completed in dry weather.

2. Neither surface nor aggregates may be moist or wet.
3. Fabrication should be donein dry weather with the temperature above50; F andrising.

1.03WARRANTY

A. Materias shdl have aminimum limited warranty supplied by the manufacturer.
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Nova'ProBounce’

CUSHIONED HARD COURT COMFORT

B. Contractor to provide{Owner} {A rchitect} {L andscapeArchitect{E ngineer}, uponcompletion of
warranty application, written warranty at completion of project in accordance with Section
{01700K01740} of the Project Manud.

PART 2 - PRODUCTS
2.01 SURFACING SYSTEM FOR TENNIS
A. TheNova=ProBouna base sheet, Nova=PB-Stratum shdl consst of artificial fibestha shdl meet

the
following minimum specifications

1. Tufting Condruction ASTM D418

2. Breaking Elongdion 124% ASTM D1682
3. Breaking Load 1811bs ASTM D1682
4. Grab Tear Strength 100lbs ASTM D 1682
5. Seam Tendle Strength 55 Ibginch, minimum
6. Melting Point 3344 F, ASTM D 789
7. Flammability Test Pass, ASTM E108

B. Granular Fill Material: Nova=PB-TexFill, shdl consst of approved 30-70 mesh infill granules
applied at a rate of approximately two point two (2.2) Ibs pe squae foot All aggregate shdl be

kept dry.

C. Seams. Nova=PB-Bond, weathe resistant polyester tape and one component, moisture cured
urethane adhesive as recommended by system manufacturer.

D. Resin Binde: Nova=PB-PolySea (acrylic binde) shdl be of the qudity approved by system
designe, NGI.

E. Interface: Nova=PB-ACR Binde (interface coaing) shdl be of the qudity approved by system
designe, NGI.

F. Finish: Nova=PB-Finish (color surfacing materials) shdl be of the qudity approved by system
designe, NGI.

202TENNIS COURT ACCESSORY MATERIALS

A. Net Pods and Sleeves Equipment: Tennis pogs shdl be made out of steel, metal or wood of
asufficient strength to propely suppot thenet at aheghtof 42". Pogsanddeeves shdl beset where
indicated ondrawings Posts shdl be set plumb and true so asto suppot thenet at aheightof 42"
abovethe court surface at the net pogs.
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CUSHIONED HARD COURT COMFORT

B. Center Strap Anchor: A center strap anchor shdl bepostioned asshown onthedrawingsand setin
conaete fooingsmeasuring 120X 120X 120

C. Tennis Nets: Shdl be polyethylene 3 mm braided body, 42' long and 3.25' wide polyester top
binding attached with four lock stitched rows. Sides shdl be braced with dowels for a nesat, taut
appearance. Nets shdl beingalled, uponcompletion, to pods and cables.

PART 3 - EXECUTION
BASE PREPARATION

3.01EXISTING ASPHALT OR CONCRETE SURFACE PREPARATION

A. The Nova=ProBounc tennis surfacing system shall be indalled on a sound base surface with
surface tolerance notexceeding 1/8" in 10'when measured in any directionwith aminimumsope
inone
directionof 1" in 10:.

1. Oncethesurface has beenthoroughly cleaned andisfreeof al loose material, dirt, dug, and
foreigndebris, thecourt should befloodal withwater andallowed to drain. Any areaholding
water a depth greater than 1/16" (thickness of anickel) shdl beoutined and patched.

2. Surface Leveling: Birdbahsshdl beleveled uangthefollowing

a. Areato be pached shdl be primed udng five pats water to one pat Nova=PB-
PolyTex paching compound

b. Primer to be brushed into place and alowed to dry prior to placement of the patch.

c. Surface Patch: Mix thoroughly five gdlons of Nova=PB-PolyTex compoundbinder,
fivegdlonsof silicasand and onepint Typel Portland Cement. Appliedinlayersupto

2" deep.

3. Cracks shall be cleaned, primed and filled with dry silica sand up to 1/2" of top surface
profile
and then filled to 1/8to top of crack with aflexible joint compound. A rigid thin film tape,

Nova=PB-Bondl| shdl belaidinto wet caulk oncracks3/4" andlarger to prevent shadowing
after surfacing.

3.02INSTALLATION OF TENNIS COURT ACCESSORIES

A. Pog founddionsshdl benotlessthan 24" in diameter at thetop, notlessthan 30" in diameter at the
bottom, and not less than 36" in depth.
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B. Founddionsshdl besituated so asto provideaclear distance between podsof 33'onsingle courts
and 42' on doubk courts.

C. Themetal anchorstrap, located at the center of thenet, shdl beset in aconaete footing measuring
12" in diameter and 12" deep.

D. Squaefootingsand foundaionsare notacceptable.

E. Tennisndsshdl beingalled, uponcompletion, to pods and cables for a neat, taut appearance.

3.03 NOVA=PROBOUNCE SURFACING SYSTEM

A.

B.

Confirmthat all center strap anchorsandnet post leevesarein place prior to surfaceinstalation.

Thesurface course shdl beingalled according to manufacturer=s specifications

. All surface course materialsareto beingalled after thesurface has been ingected and approved

by the {Owne} {Architect} {L andscape Architecti{E ngineer}.

Specially engineered base sheet layer, Nova=PB-Stratum shdl be placed over subbae in
accordance with manufacturer@ingructions

All sectionsof the base sheet layer are to belaid out in the same direction.
All joints shdl be attached with Nova=PB-Bond, a special combinaion of a one.component,

moisture cured urethane adhesive and a weathe resistant polyester tape as recommended by
system manufacturer. Heat seaming methodsare not allowed.

. Base Sheet Infill: Usingaspecia mechanical mix devicetofilter themateria into thefabric, the

Nova=PB-TexFill materia infill shdl befiltered into thesurface mat in several lightlayersand
shdl bebrushed in to alow for compactionand alevel finish.

. Prime Coa: Entireareato receiveaprimer coa of Nova=PB-PolySeal binde blended with apre-

measured quantity of Nova=PB-Colorant and allowed to cure for a minimum of 24 hours. All
materials to be spray applied usng the Nova=PB-AppSY S.

Seal Coa: Entire areato besaturated with a seal coa of Nova=PB-Polyseal blended with apre-
measured quantity of Nova=PB-ACR Binde and allowed to curefor aminimumof 24 hours. All
materials to be spray applied usng the Nova=PB-AppSY S.

Ingpect entire surface for imperfections grind and scrape surface to remove any imperfections
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CUSHIONED HARD COURT COMFORT

K. Fill & Texture: Apply onecoa by rubbe squesgee of Nova=PB-ACR Binde to surface to
prepare area to receive Noval®B-Finish color surfacing materials.

L. Edging: Apply edgetrim, Nova®B EdgeTapeto perimeter of court to seal all surface edges.

M. Finish: Apply Nova=PB-Finish, approved flexible color surfacing system.

N. CAUTION: Do notallow peroleum produds to be spilled onthe Nova=ProBounce surface.

401 CLEAN UP

A. Uponcompletion of thework, the contractor shdl removeall containes, surplusmaterialsand
debrisand have thesitein aclean and orderly condtion acceptable to the{Owner} {A rchitect}
{L andscape Architect{E ngineer}.

B. Provide {Owne} {Architect} {L andsape Architect} {Engineer} with NovalProBoune

Maintenance Manud at completion of project in accordance with Section {01700} {01730} of
the Project Manud.

END OF SECTION
(revised 01/31/07)
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